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The panels of the Hook on system are manufactured
in 0.6mm. post painted aluminium and 0.6mm. post
painted galvanized steel. Grid sizes
1200mm,1800mm or custom sizes up to 2200mm.
They are applied on a J structure offering a
concealed grid. All panels are downward
accessible without the use of tools.

The perimeter of the false ceiling is finished with a
special post painted steel trim.

Perforated panels combined with insulating
materials are highly sound absorbent and are a
versatile architectural element suitable for all
types of applications offering a present a highly
flexible solution.

Suspended ceilings with panels are easy to install
and allow access to any overhead services
resulting in rapid intervention and maintenance
when needed.

Integration of standard round or rectangular
cut-outs for lighting, airhandling, sprinkler and
other equipment on request.
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SPECIAL DIMENSIONS, THICKNESSES ON REQUEST

HOOK ON PANEL DETAILS

Main runner

Hook on profile

- Hanger

Panel 150X1200mm.
Panel 600X1200mm.
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HOOK ON PANEL PERFORATION LAYOUTS

Sizes (mm.] [ Thickness [mm.]) [ Perforation Standard Color Type @ Hole | Open area
indicative [Aluminium,Steel Other RAL on (mm.] %
request 3 -
400X1200 06 RD1625 PR25. RAL 9016 PR25 W 2.5 16%
PR25Z,PR20, RAL 9006 SIS
PR20Z ©000
400x1800 0.6 RD1625PR25,  [RAL 9016 PR25Z PP | 25 37%
PR25Z,PR20, RAL 9006 000
PR20Z 35
300X1200 0.6 RD1625,PR25, RAL 9016 PR20 45 2.0 16%
PR25Z,PR20, RAL 9006 g $ o 0
PR20Z 600 0
300X2200 0.6 RD1625,PR25,P | RAL 9016 PR20Z 5:0% 20 36%
R25Z,PR20, RAL 9006 m
PR20Z =
600X1200 0.6 RD1625,PR25,P | RAL 9016 RD1625 2,020 1.6 25%
R25Z,PR20, RAL 9006
PR20Z 2,0
O_ o
O
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1. Hanger upper part

2. Safety pin

3. Hanger lower part

4. Main runner

5. Connector for main runner

6. Wall connector

7. Hook on profile

8. Connector for hook on profile
9. Bolt - nut - washer

10. Perimeter angle

11. Hold down clip ( for trimed panel )
12. Perforated Panel

13. Soundtext film

SOUND PROOFING - THERMAL INSULATION

As standard sound proofing materials we use non
woven fabrics.

Fire behavior according to DIN 4102, part I,
classifying B2 according to DIN 4102. Other
materials can be used depending on the
application.

Mineral wool insulation pads can also available.

PAINTING

In our painting plant we use polyester coatings

(thickness of 60 micron) which guarantees a
consistent result for all products. Standard
colours are RAL 9016 and RAL 9006 but any other
RAL color can be used. Antibacterial coatings
can also be used in special applications. The
powder coatings do not contain lead or TGIC
and have QUALICOAT and GSB certifications.

SERVICES INTEGRATION

The ceiling systems easily accommodate
facilities such as: HVAC equipment,Modular light
fixtures,Air diffusers (linear, round or square)
Speakers, water sprinklers and smoke detectors.
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Tel: +30-210 7228504
e-mail: info@smeka.gr
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